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ja
wic Fixed Steel Pin Types: ‘
- iy FSP - Mild steel (1015) with brass washer.
F'!‘q FBP - Mild steel (1015) with a brass pin and
! ‘ - : brass washer.
0l ; Standard packaging - 25 pcs per package
|x.I 3 10" - 260 - 10 pcs per package
I 4~ -b/h- - Wi, load
H Length roas section} Pin Dia. | per hinge.
| Inches - mm mm mm {Ibs)
: 1 9/16" - 40 B/10 5 150
] " - 50 8/9.5 5 150
, 8" - 60 101115 6 185
3/4"- 70 1214 6 185
| 33/16°-80 | 12/14 8 300
i 3172 - 90 12114 8 300
L K -100 16/18.5 10 440
Egr -120_{__16/185 10 440
51/4°-135 | 18/20.5 12 550
6" - 150 18/20.5 12 850
7* - 180 20/25 14 650
l8-200 23/28.5 18 800
[10° - 260 28/37 19 950

FBP - Fixed brass pin has a weight load capacity 20%
jess than the above chart,

.‘ m - N Removable Steel Pin Types:
' i N ¥ o RSP - Mild sleel (1015) with removable steel pin
1 b and brass washer. :
! _
‘ 1 { Standard packaging - 25 pes per package
v S 10" - 260 - 10 pos per package
i VT - | -om- | - | Wkload
| v | Length ross section} Pin Dia. { per hinge.
12 Inches - mm mm mm_ {ibs)
: Ty 1 9/16" - 40 810 5 150
£ \! - HE A E - 50 8/9.5 ‘S5 150
<Y } N 3/ -60 | _10/115 8 185~
t t 1 3/4*-70 12/14 5] 185
5 i) 3M6"-80 | 1214 8 300
! - 1/2°-90 12/14 8 300
~— L
T Py ¥ 100 16/18.5 10 440
i Lt la 3/4" - 120 16/18.5 10 440
vy Y 1/4" - 135 18/205 | 12 550
f ﬂ g E 150 18/20.5 12 650
- { - -180 2025 14 €50
| I " - 200 23/28.5 16 ggﬂ
0" - 260 28437 19 0
' ’ IMPORTANT: The printed weight loads should be used as a general
. ~y guidefine. Load compensation should be make when determining the size .
Avold welding and number of hinges for applications that may be subject o dynamic
to th forces, areas the pin is set in a horizontal position, and other uses that create
0htg the extra pin stress. (ie. long gates, wide'doors, etc.)
hings body
{(shaded area).
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Fixed Staintess Steel Pin Types:
FS8 -Staintess stee! (304) with stainless steel pin
and stainiess steel washer.
Standard packaging - 25 pcs per package
<b/h- -d- Wt. load
ass sectiony Pin Dia. | per hinge.
L1 LL] mm {ibs)
8/8.5 5 200
10/11.5 ) 300
12114 ) 400
12114 8 500
16/18.5 10 850
5 1/4" - 135 18/20.5 12 750
B - 150 18/20.5 12 900
" - 200 23/28.5 18 1100

Aluminum Fixed Stainless Steel Pin Types:
AFSS8P - Aluminum (6083) with stainless stes| pin
and stainless steel washer.
Standard packaging - 25 pcs per package
Y -d~ [ Wtload
Pin Dia. | per hinge.
mm {bs) |
[:] 150
8 200
8 250
10 300
12 350
12 450
18 §50

IMPORTANT The printed weight loads should be used as
a general guideline.Load compensation should be made when
determining the size and number of hinges for applications

" that may be subject to dynamic forces, areas the pin is set in

a horizontal position, and other uses that create extra pin
stress. (Le. long gates, wide doors, etc.)




